Featuring an Energy
Saving, Long-Life
Product Line

Guaranteed Service offers an extensive line of pin-base

compact fluorescent lamps in a variety of shapes, sizes and

pin configurations. These lamps are energy efficient and can

last up to 10,000 hours making them an ideal replacement for
inefficient incandescentlamps of comparable lumen output.
Guaranteed Service pin-base CFLshave a plug-in base with
integrated starter and interference suppressor. When paired with
electronic ballast with end of life protection circuitry, these lamps
are ideal for fixtures where symmetrical light output, shorter
overall length and higher lumen packages are required.

Key Features and Benefits

» energy-efficient vs. standard incandescent lamps
of comparable lumen output

» symmetrical light output

* 95% lumen maintenance

Long-life for reduced maintenance costs —
10,000 to 20,000 hours average rated life

Variety of color temperatures:
2700K, 3000K, 3500K, 4100K

* high Cri of 82

Variety of shapes, lengths and wattages
to satisfy most applications

* Minimum starting temperature 5°F/-15°C for 2 pin-Base CFLs

* Minimum starting temperature dependent upon ballast
for 4 pin-Base CFLs.

* 4-pin CFLs are dimmable when used with electronic
dimming ballasts

* reduced mercury

Flicker-free instant start

Application Information

For use in general illumination applications with the correct
designated ballasts, including the following:

Product Offering

L . Twin Tube Lamps W, 9W, 13W,
* task lighting * Down lights Double Twin Tube Lamps 13W, 18W, 26W
* Dimming systems » Wall sconces Triple Twin Tube Lamps 32W, 42W
* recessed fixtures « surface-Mounted fixtures
« outdoor lighting * exit signs
» showcase lighting
Ballast Information Luminaires

Contact your local ballast agent for available ballast.

Contact your local fixture agent for available luminaires.

Cautions

2-Pin Compact Fluorescent Lamps
* 2-pin, preheat lamps designed for magnetic ballast operation.

« general rule to replace incandescent equivalent: divide incandescent
wattage by four to estimate the appropriate compact fluorescent
wattage.

* Lamps manufactured to prevent socket deformation due to over-
heating when operated on magnetic ballasts of any supply voltage.

equipment manufacturers are advised to consult ansi and ieC standards for the maximum allowable dimensions and
temperature to ensure compatibility with similar products.

4-Pin Compact Fluorescent Lamps
* 4-pin lamps designed for electronic ballast operation.

* recommended for use with ballasts that operate the lamp in compliance
with ansi/ieC specifications.

« general rule to replace incandescent equivalent: divide incandescent
wattage by four to estimate the appropriate compact fluorescent wattage.



( \ | L [ L | |
| =F_ "F_ T

TWTT OWTT 13WTT 1BWDTT 18WDTT 26WDTT  32WTTT  42WTTT
Code Master Carton/ avg. rated

abbreviation inner pack Kelvin i hours

2-Pin Replacement Lamps (Preheat Electromagnetic Ballasts)

7 923 60506 Fret/27 50 2700 82 400 10000 556" 130"
g23 60507 F7tt/50 50 5000 82 400 10000 5%he" 13"

g23 60508 Fret/41 50 4100 82 400 10000 5%he" 1"

9 923 60509 Fott/27 50 2700 82 600 10000 6°%he" 13"
g23 60510 FOtt/50 50 5000 82 600 10000 6%6" 13"

g23 60511 Fott/41 50 4100 82 600 10000 6°%"  1%"

13 gXx23 60512 F13tt/27 50 2700 82 825 10000 7R 13"
gXx23 60514 F13tt/41 50 4100 82 825 10000 Lt 13"

gXx23 60952 F13tt/50 50 5000 82 800 10000 7R 13"

gXx23-2 60515 F13Dtt/27 50 2700 82 780 10000 Pl 1"

gXx23-2 60516 F13Dtt/41 50 4100 82 780 10000 Pl 1"

gXx23-2 60947 F13Dtt/50 50 5000 82 820 10000 2" 1"

18 g24D-2 60519 F18Dtt/27 50 2700 82 1200 10000 676" 1'Ys"
g24D-2 60520 F18Dtt/41 50 4100 82 1200 10000 676" 1"
g24D-2 60527 F18Dtt/50 50 5000 82 1200 10000 67" 1"

26 024D-3 60521 F26Dtt/27 50 2700 82 1800 10000 B 1"
g24D-3 60522 F26Dtt/41 50 4100 82 1800 10000 k" 1"
g24D-3 60528 F26Dtt/50 50 5000 82 1800 10000 k" 1"

4-Pin Replacement Lamps (For Electronic and Dimming Ballasts)

18 g24Q-2 60529 F18Dtt/50 50 5000 82 1200 10000 596" 1Y,"
26 g24Q-3 60530 F26Dtt/50 50 5000 82 1800 10000 6%L" 1"
32 gXx24Q-3 60523 F32ttt/27 50 2700 82 2400 10000 5" 17"
gXx24Q-3 60524 F32ttt/41 50 4100 82 2400 10000 5" 17"
gXx24Q-3 60531 F32ttt/50 50 5000 82 2400 10000 5Y,"  17k"

42 gXxX24Q-4 60525 F42ttt/27 50 2700 82 3200 10000 6" 17"
gXx24Q-4 60526 F42ttt/41 50 4100 82 3200 10000 6" 17"
gXx24Q-4 60532 F42ttt/50 50 5000 82 3200 10000 6',"  1'k"

Technical
Information
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